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Federal Communications Commission § 15.709 

§ 15.706 Information to the user. 
(a) In addition to the labeling re-

quirements contained in § 15.19, the in-
structions furnished to the user of a 
TVBD shall include the following 
statement, placed in a prominent loca-
tion in the text of the manual: 

This equipment has been tested and found 
to comply with the rules for TV bands de-
vices, pursuant to part 15 of the FCC rules. 
These rules are designed to provide reason-
able protection against harmful interference. 
This equipment generates, uses and can radi-
ate radio frequency energy and, if not in-
stalled and used in accordance with the in-
structions, may cause harmful interference 
to radio communications. If this equipment 
does cause harmful interference to radio or 
television reception, which can be deter-
mined by turning the equipment off and on, 
the user is encouraged to try to correct the 
interference by one or more of the following 
measures: 

(1) Reorient or relocate the receiving an-
tenna. 

(2) Increase the separation between the 
equipment and receiver. 

(3) Connect the equipment into an outlet 
on a circuit different from that to which the 
receiver is connected. 

(4) Consult the manufacturer, dealer or an 
experienced radio/TV technician for help. 

(b) In cases where the manual is pro-
vided only in a form other than paper, 
such as on a computer disk or over the 
Internet, the information required by 
this section may be included in the 
manual in that alternative form, pro-
vided the user can reasonably be ex-
pected to have the capability to access 
information in that form. 

[74 FR 7326, Feb. 17, 2009, as amended at 75 
FR 75836, Dec. 6, 2010] 

§ 15.707 Permissible channels of oper-
ation. 

(a) All TVBDs are permitted to oper-
ate available channels in the frequency 
bands 512–608 MHz (TV channels 21–36) 
and 614–698 MHz (TV channels 38–51), 
subject to the interference protection 
requirements in §§ 15.711 and 15.712, ex-
cept that operation of TVBDs is pro-
hibited on the first channel above and 
the first channel below TV channel 37 
(608–614 MHz) that are available, i.e., 
not occupied by an authorized service. 
If a channel is not available both above 
and below channel 37, operation is pro-
hibited on the first two channels near-

est to channel 37. These channels will 
be identified and protected in the TV 
bands database(s). 

(b) Operation on available channels 
in the bands 54–60 MHz (TV channel 2), 
76–88 MHz (TV channels 5 and 6), 174–216 
MHz (TV channels 7–13) and 470–512 
MHz (TV channels 14–20), subject to the 
interference protection requirements 
in §§ 15.711 and 15.712, is permitted only 
for fixed TVBDs that communicate 
only with other fixed TVBDs. 

(c) Fixed and Mode II TVBDs shall 
operate only on available channels as 
identified in paragraphs (a) and (b) of 
this section and as determined by a TV 
bands database in accordance with the 
interference avoidance mechanisms of 
§§ 15.711 and 15.712. 

(d) Mode I TVBDs shall operate only 
on available channels as identified in 
paragraphs (a) and (b) of this section 
and provided from a fixed or Mode II 
TVBD in accordance with 
§ 15.711(b)(3)(iv). 

[75 FR 75836, Dec. 6, 2010] 

§ 15.709 General technical require-
ments. 

(a) Power limits for TVBDs. (1) For 
fixed TVBDs, the maximum power de-
livered to the transmitting antenna 
shall not exceed one watt per 6 mega-
hertz of bandwidth on which the device 
operates. The power delivered to the 
transmitting antenna is the maximum 
conducted output power reduced by the 
signal loss experienced in the cable 
used to connect the transmitter to the 
transmit antenna. If transmitting an-
tennas of directional gain greater than 
6 dBi are used, the maximum con-
ducted output power shall be reduced 
by the amount in dB that the direc-
tional gain of the antenna exceeds 6 
dBi. 

(2) For personal/portable TVBDs, the 
maximum EIRP shall not exceed 100 
milliwatts (20 dBm) per 6 megahertz of 
bandwidth on which the device oper-
ates with the following exceptions; 
Mode II personal/portable TVBDs that 
do not meet the adjacent channel sepa-
ration requirements in § 15.712(a) and 
Mode I personal/portable TVBDs that 
operate on available channels (provided 
by a Mode II TVBD) that do not meet 
the adjacent channel separation re-
quirements of § 15.712(a) are limited to 
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